
1/4'' 1.3M PT CMOS Sensor 

Main Features

Ÿ Wireless Pan Tilt IP Camera 

Ÿ 1.3 Megapixels high resolution 

Ÿ H.264/MPEG4/MJPEG compression 

Ÿ Two Way Audio 

Ÿ 355° Panning 

Ÿ External USB port for 802.11n USB dongle. 

Ÿ Compact lightweight design for easy installation 

Specifications

CP-NR13-M

Image Sensor 1.3Mega pixel CMOS Sensor

Horizontal Resolution 1280x1024

Synchronization Internal

S/N Ratio >38dB

Minimum Illumination 1.0Lux @F2.0

Focal Length 3.58mm

White Balance Auto

Electronic Shutter 1/1 ~ 1/10k sec.

Digital Zoom 4X

Pan Travel 355° C

Tilt Travel 120° C

Manual Speed 1~5

Presets 9

Preset Accuracy Yes

Preset Speed 1~5

Special Features Sequence, Auto Pan, Cruise, Home position, Motion Detection

Video Compression Motion JPEG/ MPEG4/H.264

Video Streaming Motion JPEG/ MPEG4/H.264

Video Size
280x1024 SXGA(MJPG) 1024X768 XGA(MPEG4) 1280x1024(H.264) 640x480 VGA(Motion JPEG/

MPEG4/H.264) 320x240Q CGA(Motion JPEG/ MPEG4/H.264)

Frame Rate 10-15 Max.@SXGA, XGA, 30@VGA&QVGA

Audio Comprerssion Two-way(GSM 0610)

Networking 10/100 baseT Ethernet

Protocols TCP/UDP/IP, HTTP,FTP,SMTP,ARP,ICMP,DHCP,Telnet, RTP/RTSP

Alarm Reaction Mail & FTP

Security Account / Password

Supported Web Browser IE/Chrone/Firefox/Safari/Opera

Operating Temperature 0°~40°

Dimension 108mm x 112mm x 108mm

Weight 2 Kg

Power Source 12V DC, 1A Switch Power Adaptor

Power Consumption <12W

Regulatory CE, FCC

9




